
 

 
1. Single and multi pair cables with individual and overall screen, armored and unarmored, without 

lead sheath 
 

 
 

Nominal dimensions of 0.5mm² class 2 conductor single and multi pair , individual and overall screen 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1 - 1 - 1 

Diameter over inner sheath mm - 6.3 - 9.7 - 11.2 - 13.2 - 17.2 - 19.2 - 23.2 - 25.7 

Diameter of armor wires mm - 0.9 - 0.9 - 0.9 - 0.9 - 1.25 - 1.25 - 1.25 - 1.6 

Diameter over armor mm - 8.1 - 11.5 - 13 - 15 - 19.7 - 21.7 - 25.7 - 28.9 

Thickness of outer sheath mm 0.9 1.3 1 1.4 1.1 1.5 1.1 1.5 1.3 1.7 1.4 1.7 1.5 1.8 1.6 1.9 

Overall diameter  mm 6.1 10.7 9.7 14.3 11.4 16 13.4 18 17.8 23.1 20 25.1 24.2 29.3 26.9 32.7 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 
 

Nominal dimensions of 0.75mm² class 2 conductor single and multi pair , individual and overall screen 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1 - 1 - 1.2 

Diameter over inner sheath mm - 6.5 - 10.2 - 11.7 - 14.2 - 18.2 - 20.2 - 24.7 - 27.6 

Diameter of armor wires mm - 0.9 - 0.9 - 0.9 - 0.9 - 1.25 - 1.25 - 1.25 - 1.6 

Diameter over armor mm - 8.3 - 12 - 13.5 - 16 - 20.7 - 22.7 - 27.2 - 30.8 

Thickness of outer sheath mm 0.9 1.3 1 1.4 1.1 1.5 1.2 1.5 1.3 1.7 1.4 1.7 1.6 1.9 1.7 2 

Overall diameter  mm 6.3 10.9 10.2 14.8 11.9 16.5 14.6 19 18.8 24.1 21 26.1 25.9 31 28.6 34.8 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 



Nominal dimensions of 1mm² class 2 conductor single and multi pair , individual and overall screen 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1 - 1 - 1.2 

Diameter over inner sheath mm - 6.9 - 10.7 - 12.7 - 15.2 - 19.7 - 22.2 - 26.7 - 29.6 

Diameter of armor wires mm - 0.9 - 0.9 - 0.9 - 1.25 - 1.25 - 1.25 - 1.6 - 1.6 

Diameter over armor mm - 8.7 - 12.5 - 14.5 - 17.7 - 22.2 - 24.7 - 29.9 - 32.8 

Thickness of outer sheath mm 0.9 1.3 1 1.5 1.1 1.5 1.2 1.6 1.4 1.7 1.5 1.8 1.7 1.9 1.8 2 

Overall diameter  mm 6.7 11.3 10.7 15.5 12.9 17.5 15.6 20.9 20.5 25.6 23.2 28.3 28.1 33.7 30.8 36.8 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 

 
 

Nominal dimensions of 1.5mm² class 2 conductor single and multi pair , individual and overall screen 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1 - 1.2 - 1.2 

Diameter over inner sheath mm - 7.5 - 11.7 - 13.5 - 16.7 - 21.2 - 23.7 - 29.6 - 32.6 

Diameter of armor wires mm - 0.9 - 0.9 - 0.9 - 1.25 - 1.25 - 1.25 - 1.6 - 1.6 

Diameter over armor mm - 9.3 - 13.5 - 15.3 - 19.2 - 23.7 - 26.2 - 32.8 - 35.8 

Thickness of outer sheath mm 0.9 1.4 1.1 1.5 1.2 1.5 1.3 1.6 1.5 1.8 1.6 1.8 1.8 2 1.9 2.1 

Overall diameter  mm 7.3 12.1 11.9 16.5 13.9 18.3 17.3 22.4 22.2 27.3 24.9 29.8 30.8 36.8 34 40 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 
 
 

Nominal dimensions of 2.5mm² class 2 conductor single and multi pair , individual and overall screen 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1.2 - 1.2 - 1.4 

Diameter over inner sheath mm - 8.7 - 14.2 - 16.2 - 20 - 25.7 - 29.6 - 35.6 - 40 

Diameter of armor wires mm - 0.9 - 0.9 - 1.25 - 1.25 - 1.6 - 1.6 - 2 - 2 

Diameter over armor mm - 10.5 - 16 - 18.7 - 22.5 - 28.9 - 32.8 - 39.6 - 44 

Thickness of outer sheath mm 1 1.4 1.2 1.5 1.3 1.6 1.4 1.7 1.6 1.9 1.8 2 2 2.2 2.2 2.3 

Overall diameter  mm 8.7 13.3 14.6 19 16.8 21.9 20.8 25.9 26.9 32.7 30.8 36.8 37.2 44 41.6 48.6 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 
 

 



2.  Single and multi triple cables with individual and overall screen, armored and unarmored,  
 without lead sheath 

 
 

Nominal dimensions of 0.5mm² class 2 conductor single and multi triple , individual and overall screen 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1 - 1 - 1.2 

Diameter over inner sheath mm - 6.4 - 10.7 - 12.2 - 15.2 - 18.7 - 21.2 - 25.7 - 29.1 

Diameter of armor wires mm - 0.9 - 0.9 - 0.9 - 1.25 - 1.25 - 1.25 - 1.6 - 1.6 

Diameter over armor mm - 8.2 - 12.5 - 14 - 17.7 - 21.2 - 23.7 - 28.9 - 32.3 

Thickness of outer sheath mm 0.9 1.3 1 1.5 1.1 1.5 1.2 1.6 1.4 1.7 1.5 1.8 1.6 1.9 1.8 2 

Overall diameter  mm 6.2 10.8 10.7 15.5 12.4 17 15.6 20.9 19.5 24.6 22.2 27.3 26.9 32.7 30.3 36.3 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 
 
 

Nominal dimensions of 0.75mm² class 2 conductor single and multi triple , individual and overall screen 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1 - 1.2 - 1.2 

Diameter over inner sheath mm - 6.9 - 11.7 - 13.2 - 16.2 - 20.2 - 23.2 - 28.6 - 31.6 

Diameter of armor wires mm - 0.9 - 0.9 - 0.9 - 1.25 - 1.25 - 1.25 - 1.6 - 1.6 

Diameter over armor mm - 8.7 - 13.5 - 15 - 18.7 - 22.7 - 25.7 - 31.8 - 34.8 

Thickness of outer sheath mm 0.9 1.3 1.1 1.5 1.1 1.5 1.3 1.6 1.4 1.7 1.5 1.8 1.7 2 1.9 2.1 

Overall diameter  mm 6.7 11.3 11.9 16.5 13.4 18 16.8 21.9 21 26.1 24.2 29.3 29.6 35.8 33 39 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 
 
 
 



 
 

Nominal dimensions of 1mm² class 2 conductor single and multi triple , individual and overall screen 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1 - 1.2 - 1.2 

Diameter over inner sheath mm - 7.3 - 12.2 - 14.2 - 17.2 - 21.7 - 24.7 - 30.6 - 33.6 

Diameter of armor wires mm - 0.9 - 0.9 - 0.9 - 1.25 - 1.25 - 1.25 - 1.6 - 1.6 

Diameter over armor mm - 9.1 - 14 - 16 - 19.7 - 24.2 - 27.2 - 33.8 - 36.8 

Thickness of outer sheath mm 0.9 1.4 1.1 1.5 1.2 1.5 1.3 1.7 1.5 1.8 1.6 1.9 1.8 2 1.9 2.1 

Overall diameter  mm 7.1 11.9 12.4 17 14.6 19 17.8 23.1 22.7 27.8 25.9 31 31.8 37.8 35 41 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 

 
 

Nominal dimensions of 1.5mm² class 2 conductor single and multi triple , individual and overall screen 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1 - 1.2 - 1.2 

Diameter over inner sheath mm - 7.8 - 13.2 - 14.7 - 18.7 - 23.7 - 26.7 - 33.1 - 36.6 

Diameter of armor wires mm - 0.9 - 0.9 - 0.9 - 1.25 - 1.25 - 1.6 - 1.6 - 2 

Diameter over armor mm - 9.6 - 15 - 16.5 - 21.2 - 26.2 - 29.9 - 36.3 - 40.6 

Thickness of outer sheath mm 0.9 1.4 1.1 1.5 1.2 1.6 1.4 1.7 1.6 1.8 1.7 1.9 1.9 2.1 2.1 2.2 

Overall diameter  mm 7.6 12.4 13.4 18 15.1 19.7 19.5 24.6 24.9 29.8 28.1 33.7 34.5 40.5 38.4 45 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 
 

Nominal dimensions of 2.5mm² class 2 conductor single and multi triple , individual and overall screen 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1.2 - 1.2 - 1.4 - 1.4 

Diameter over inner sheath mm - 9.2 - 16 - 18.2 - 22.7 - 29.1 - 33.1 - 40.5 - 45 

Diameter of armor wires mm - 0.9 - 1.25 - 1.25 - 1.25 - 1.6 - 1.6 - 2 - 2 

Diameter over armor mm - 11 - 18.5 - 20.7 - 25.2 - 32.3 - 36.3 - 44.5 - 49 

Thickness of outer sheath mm 1 1.4 1.3 1.6 1.3 1.7 1.5 1.8 1.8 2 1.9 2.1 2.2 2.3 2.4 2.5 

Overall diameter  mm 9.2 13.8 16.6 21.7 18.8 24.1 23.7 28.8 30.3 36.3 34.5 40.5 42.1 49.1 47 54 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 
 



 

3. Single and multi pair cables with individual and overall screen, armored and unarmored,  
lead sheathed 

 
 

Nominal dimensions of 0.5mm² class 2 conductor single and multi pair , individual and overall screen, lead sheathed 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of lead sheath mm 0.9 1 1 1.1 1.2 1.3 1.4 1.5 

Diameter over lead sheath mm 7.9 11.7 13.4 15.6 20.2 22.6 27 29.9 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1 - 1.2 - 1.2 

Diameter over inner sheath mm - 9.9 - 13.7 - 15.4 - 17.6 - 22.2 - 24.6 - 29.4 - 32.3 

Diameter of armor wires mm - 0.9 - 0.9 - 1.25 - 1.25 - 1.25 - 1.25 - 1.6 - 1.6 

Diameter over armor mm - 11.7 - 15.5 - 17.9 - 20.1 - 24.7 - 27.1 - 32.6 - 35.5 

Thickness of outer sheath mm 1 1.4 1.2 1.5 1.2 1.6 1.3 1.7 1.5 1.8 1.6 1.9 1.8 2 1.9 2.1 

Overall diameter  mm 9.9 14.5 14.1 18.5 15.8 21.1 18.2 23.5 23.2 28.3 25.8 30.9 30.6 36.6 33.7 41.6 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 

Nominal dimensions of 0.75mm² class 2 conductor single and multi pair , individual and overall screen, lead sheathed 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of lead sheath mm 0.9 1 1.1 1.1 1.3 1.3 1.5 1.6 

Diameter over lead sheath mm 8.1 12.2 14.1 16.8 21.4 23.6 28.9 31.8 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1 - 1.2 - 1.2 

Diameter over inner sheath mm - 10.1 - 14.2 - 16.1 - 18.8 - 23.4 - 25.6 - 31.3 - 34.2 

Diameter of armor wires mm - 0.9 - 0.9 - 1.25 - 1.25 - 1.25 - 1.6 - 1.6 - 1.6 

Diameter over armor mm - 11.9 - 16 - 18.6 - 21.3 - 25.9 - 28.8 - 34.5 - 37.4 

Thickness of outer sheath mm 1 1.4 1.2 1.5 1.3 1.6 1.4 1.7 1.6 1.8 1.6 1.9 1.9 2.1 2 2.1 

Overall diameter  mm 10.1 14.7 14.6 19 16.7 21.8 19.6 24.7 24.6 29.5 26.8 32.6 32.7 38.7 35.8 41.6 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 
 



 
Nominal dimensions of 1mm² class 2 conductor single and multi pair , individual and overall screen, lead sheathed 

Unarmored : type 1 , Armored : type 2 
Acc. To EN 50288-7 

No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of lead sheath mm 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 

Diameter over lead sheath mm 8.5 12.7 15.1 18 23.1 26 31.1 34 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1.2 - 1.2 - 1.2 

Diameter over inner sheath mm - 10.5 - 14.7 - 17.1 - 20 - 25.1 - 28.4 - 33.5 - 36.4 

Diameter of armor wires mm - 0.9 - 0.9 - 1.25 - 1.25 - 1.6 - 1.6 - 1.6 - 2 

Diameter over armor mm - 12.3 - 16.5 - 19.6 - 22.5 - 28.3 - 31.6 - 36.7 - 40.4 

Thickness of outer sheath mm 1 1.4 1.2 1.6 1.3 1.6 1.4 1.7 1.6 1.9 1.7 2 1.9 2.1 2.1 2.2 

Overall diameter  mm 10.5 15.1 15.1 19.7 17.7 22.8 20.8 25.9 26.3 32.1 29.4 35.6 34.9 40.9 36.2 44.8 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 

Nominal dimensions of 1.5mm² class 2 conductor single and multi pair , individual and overall screen, lead sheathed 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of lead sheath mm 0.9 1.1 1.1 1.2 1.4 1.4 1.6 1.7 

Diameter over lead sheath mm 9.1 14.1 16.1 19.7 25 27.7 34 37.4 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1.2 - 1.2 - 1.4 

Diameter over inner sheath mm - 11.1 - 16.1 - 18.1 - 21.7 - 27 - 30.1 - 36.4 - 40.2 

Diameter of armor wires mm - 0.9 - 1.25 - 1.25 - 1.25 - 1.6 - 1.6 - 2 - 2 

Diameter over armor mm - 12.9 - 18.6 - 20.6 - 24.2 - 30.2 - 33.3 - 40.4 - 44.2 

Thickness of outer sheath mm 1.1 1.5 1.3 1.6 1.3 1.7 1.5 1.8 1.7 1.9 1.8 2 2.1 2.2 2.2 2.3 

Overall diameter  mm 11.3 15.9 16.7 21.8 18.7 24 22.7 27.8 28.4 34 31.3 37.3 38.2 44.8 41.8 48.8 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 

Nominal dimensions of 2.5mm² class 2 conductor single and multi pair , individual and overall screen, lead sheathed 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 

Thickness of lead sheath mm 1 1.1 1.2 1.3 1.5 1.6 1.8 1.9 

Diameter over lead sheath mm 10.7 16.8 19.2 23.4 29.9 34 40.8 45.4 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1.2 - 1.2 - 1.4 - 1.6 

Diameter over inner sheath mm - 12.7 - 18.8 - 21.2 - 25.4 - 32.3 - 36.4 - 43.6 - 48.6 

Diameter of armor wires mm - 0.9 - 1.25 - 1.25 - 1.6 - 1.6 - 2 - 2 - 2.5 

Diameter over armor mm - 14.5 - 21.3 - 23.7 - 28.6 - 35.5 - 40.4 - 47.6 - 53.6 

Thickness of outer sheath mm 1.1 1.5 1.4 1.7 1.5 1.8 1.6 1.9 1.9 2.1 2.1 2.2 2.3 2.4 2.5 2.6 

Overall diameter  mm 12.9 17.5 19.6 24.7 22.2 27.3 26.6 32.4 33.7 39.7 38.2 44.8 45.4 52.4 50.4 58.8 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 



 

4. Single and multi triple cables with individual and overall screen, armored and unarmored,  
 lead sheathed 

 
 

Nominal dimensions of 0.5mm² class 2 conductor single and multi triple , individual and overall screen, lead sheathed 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of lead sheath mm 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 

Diameter over lead sheath mm 8 12.7 14.6 18 22.1 25 29.9 33.5 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1 - 1.2 - 1.2 

Diameter over inner sheath mm - 10 - 14.7 - 16.6 - 20 - 24.1 - 27 - 32.3 - 35.9 

Diameter of armor wires mm - 0.9 - 0.9 - 1.25 - 1.25 - 1.25 - 1.6 - 1.6 - 2 

Diameter over armor mm - 11.8 - 16.5 - 19.1 - 22.5 - 26.6 - 30.2 - 35.5 - 39.9 

Thickness of outer sheath mm 1 1.4 1.2 1.6 1.3 1.6 1.4 1.7 1.6 1.8 1.7 1.9 1.9 2.1 2 2.2 

Overall diameter  mm 10 14.6 15.1 19.7 17.2 22.3 20.8 25.9 25.3 30.2 28.4 34 33.7 39.7 37.5 44.3 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 
Nominal dimensions of 0.75mm² class 2 conductor single and multi triple , individual and overall screen, lead sheathed 

Unarmored : type 1 , Armored : type 2 
Acc. To EN 50288-7 

No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of lead sheath mm 0.9 1.1 1.1 1.2 1.3 1.4 1.6 1.7 

Diameter over lead sheath mm 8.5 14.1 15.6 19.2 23.6 27 32.8 36.4 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1 - 1.2 - 1.2 - 1.4 

Diameter over inner sheath mm - 10.5 - 16.1 - 17.5 - 21.2 - 25.6 - 29.4 - 35.2 - 39.2 

Diameter of armor wires mm - 0.9 - 1.25 - 1.25 - 1.25 - 1.6 - 1.6 - 2 - 2 

Diameter over armor mm - 12.3 - 18.6 - 20.1 - 23.7 - 28.8 - 32.6 - 39.2 - 43.2 

Thickness of outer sheath mm 1 1.4 1.3 1.6 1.3 1.7 1.5 1.8 1.6 1.9 1.8 2 2 2.2 2.2 2.3 

Overall diameter  mm 10.5 15.1 16.7 21.8 18.2 23.5 22.2 27.3 26.8 32.6 30.6 36.6 36.8 43.6 40.8 47.8 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 



Nominal dimensions of 1mm² class 2 conductor single and multi triple , individual and overall screen, lead sheathed 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of lead sheath mm 0.9 1.1 1.1 1.2 1.4 1.5 1.7 1.8 

Diameter over lead sheath mm 8.9 14.6 16.8 20.2 25.5 28.9 35.2 38.6 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1.2 - 1.2 - 1.4 - 1.4 

Diameter over inner sheath mm - 10.9 - 16.6 - 18.8 - 22.2 - 27.9 - 31.3 - 38 - 41.4 

Diameter of armor wires mm - 0.9 - 1.25 - 1.25 - 1.25 - 1.6 - 1.6 - 2 - 2 

Diameter over armor mm - 12.7 - 19.1 - 21.3 - 24.7 - 31.1 - 34.5 - 42 - 45.4 

Thickness of outer sheath mm 1.1 1.5 1.3 1.6 1.4 1.7 1.5 1.8 1.7 2 1.9 2.1 2.1 2.3 2.2 2.4 

Overall diameter  mm 11.1 15.7 17.2 22.3 19.6 24.7 23.2 28.3 28.9 35.1 32.7 38.7 39.4 46.6 43 50.2 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 

Nominal dimensions of 1.5mm² class 2 conductor single and multi triple , individual and overall screen, lead sheathed 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 

Thickness of lead sheath mm 0.9 1.1 1.2 1.3 1.4 1.5 1.7 1.9 

Diameter over lead sheath mm 9.4 15.6 17.5 22.1 27.7 31.1 37.9 42.2 

Thickness of inner sheath mm - 1 - 1 - 1 - 1 - 1.2 - 1.2 - 1.4 - 1.4 

Diameter over inner sheath mm - 11.4 - 17.6 - 19.5 - 24.1 - 30.1 - 33.5 - 40.7 - 45 

Diameter of armor wires mm - 0.9 - 1.25 - 1.25 - 1.25 - 1.6 - 1.6 - 2 - 2 

Diameter over armor mm - 13.2 - 20.1 - 22 - 26.6 - 33.3 - 36.7 - 44.7 - 49 

Thickness of outer sheath mm 1.1 1.5 1.3 1.7 1.4 1.7 1.6 1.8 1.8 2 1.9 2.1 2.2 2.4 2.4 2.5 

Overall diameter  mm 11.6 16.2 18.2 23.5 20.3 25.4 25.3 30.2 31.3 37.3 34.9 40.9 42.3 49.5 47 54 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 
 

Nominal dimensions of 2.5mm² class 2 conductor single and multi triple , individual and overall screen, lead sheathed 
Unarmored : type 1 , Armored : type 2 

Acc. To EN 50288-7 
No. of pairs unit 1 2 4 7 12 16 24 30 

Cable type  1 2 1 2 1 2 1 2 1 2 1 2 1 2 1 2 

Thickness of insulation  mm 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 

Thickness of lead sheath mm 1 1.2 1.3 1.4 1.6 1.7 2 2.1 

Diameter over lead sheath mm 11.2 19 21.4 26.5 33.5 37.9 46.1 51.2 

Thickness of inner sheath mm - 1 - 1 - 1 - 1.2 - 1.2 - 1.4 - 1.6 - 1.6 

Diameter over inner sheath mm - 13.2 - 21 - 23.4 - 28.9 - 35.9 - 40.7 - 49.3 - 54.4 

Diameter of armor wires mm - 0.9 - 1.25 - 1.25 - 1.6 - 2 - 2 - 2.5 - 2.5 

Diameter over armor mm - 15 - 23.5 - 25.9 - 32.1 - 39.9 - 44.7 - 54.3 - 59.4 

Thickness of outer sheath mm 1.1 1.5 1.5 1.8 1.6 1.8 1.8 2 2 2.2 2.2 2.4 2.5 2.6 2.7 2.8 

Overall diameter  mm 13.4 18 22 27.1 24.6 29.5 30.1 36.1 37.5 44.3 42.3 49.5 51.1 59.5 56.6 65 

These cables are available with braided screen, braided armor and all kinds of material 
These cables can be fire resistant and resist 750~800°C for 105 minutes acc. To IEC 60331 

 


